Drago’

Cilindros de acero sin costura
para gases comprimidos
Seamless steel made cylinders

for compressed gases.
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Capacidad de agua (Lts)
Water capacity (Lts) 16 33 50 66 10 133 15 20 22 266 29 33 37 40 44 50 515 56 60 66
il Ll 325 460 470 605 900 1120 570 760 820 960 10551160 12701370 1500 1370 16701530 1610 1720
Altura Tetel (mim) 335 500 600 735 1030 1250 700 890 950 1090 1185 129014001500 1630 1500 180016601740 1850
qt’al Height (mm)
Diametro exterior(mm) D 88.9114 140 140 140 140 219 219 219 219 219 219 219 219 219 244 219244 244 244
Outside diameter (mm) D
Espesor de pared (mm) Ep G G T G R i 2 A e ) B T ol T T
Wall t/czkne)ss (mm) Ep
Peso (Kg
Werght (Ky) / 32 76 96 125 16 22 25533536 42 47 495 55 57 61 725 67 78 82 87
Cap. de co2 R=0.68 elem.c/incendios
Capacity of Co2 R=0.68 fire against elements i - 10 - 15 - 20 - 2 - 30 - 3 3 4 4
Cap. de co2 R=0.75 almac. y transporte B g B B 2 S 5
Capacity of Co2 R=0.75 storage and transport 12 25 Z 7 10 15 20 25 30 42 45
fresiomdatpohy () 25 25 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30
est pressure (Mpa)
Presion de Trabajo (Mpa) 15 15 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20
Working pressure (Mpa)
Rosca de Cuello (BSPT 1:8) Vo ddVadd Yads Yadd Yadd Yadd Yadd Yads Yadd Yadd Yads Yadd Yadd Yads Yads Yadd Yads Yasd Ax11 1x11
Mouth tread (BSPT 1:8)
Norma IRAM 2525/2526/2533  10BAR=1Mpa IRAM Standard 2525/2526/2533
Material acero C-Mn o Cr-Mo Steel material C-Mn o Cr-Mo
(*) Presion de trabajo 20Mpa (*) Working pressure 20Mpa
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