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Cilindros de acero sin costura

para gases comprimidos

Seamless steel made cylinders

for compressed gases.
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Capacidad en M’ para 15Mpa
Capacity M3 for 15Mpa 025 0.5
Capacidad de agua (Lts)

Water capacity (Lts) 16 3.3
Altura (mm) LC

Height (mm) LC

Altura Total (mm)

Total Height (mm)
Diametro exterior(mm) D
Outside diameter (mm) D

Espesor de pared (mm) Ep 36 53

Il;VaII ti{ill‘((ne)ss (mm) Ep R
eso (Kg

Weight (Kg) 32 76

Cap. de co2 R=0.68 elem.c/incendios P
Capacity of Co2 R=0.68 fire against elements

Cap. de co2 R=0.75 almac. y transporte 12 25
Capacity of Co2 R=0.75 storage and transport &
Presion de prueba (Mpa)

Test pressure (Mpa)
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Presién de Trabajo (Mpa) 15 15 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20

Working pressure (Mpa)

Rosca de Cuello (BSPT 1:8)

Mouth tread (BSPT 1:8)
Norma IRAM 2525/2526/2533  10BAR=1Mpa
Material acero C-Mn o Cr-Mo

VodaYoa4 Yada Va4 Y4 Yaa4 Yasa Yadd Vads Yaad Yaas Yads Yard

IRAM Standard 2525/2526/2533
Steel material C-Mn o Cr-Mo

(*) Presion de trabajo 20Mpa

(*) Working pressure 20Mpa
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